


Using Method 

＿ 
Move the scale to select cutting size. Use one hand to hold the operating handle. 
Pull the knife wheel to backseat. Place the tile on the baseboa「d horizontally and align the 
cutting line of the tile and the beam of the baseboard. Make front end of the tile on the 
opening of the baseboard. 

＿ 
Place the handle to make the knife wheel contact tile surface. Push the handle forward gently to 
make the knife wheel cut a continuous and even straight line on tile surface. 

＿ 
Press down to 11ft the ope「ating handle slightly backwards, to make the briquetting on the front 
end of the tile stably. P「ess the ope「ating handle downwa「ds properly, the tile will f「acture along 
the marked line 

Suggestion 
Whethe「 the marked line is even, continuous and clear all the way 1s the key whether 1t can 
cut the tile properly. The knife wheel is made from special super ha「d alloy, whose hardness 
far exceeds that of tile surface. Therefore, it can mark a cutting line only by using very small 
force to hold the handle to push the knife wheel gently and smoothly. In the process of cutting 
the tile, the main force is not on marking off, which is the same as cutting glass. Ma「king off 
too st「ongly does not only make the cutting line become sawtooth, but also makes b「eak of 
yellow blade of super hard alloy, which greatly reduces normal service life of the knife wheel 

E-01
Model 800 1000 1200 

巳Maximumcutting width: 800mm 1000mm 1200mm 
日 Minimumcutting width: 35mm 35mm 35mm 
c::p Maximumcuttingthickness: 6-15mm 6-15mm 6-15mm

L-01
Model 800 1000 1200 

曰归mumcutting畸： 800mm 1000mm 1200mm 
E] Minimum cutting width, 35mm 35mm 35mm 
己归mumcuttingthickn虑6-15mm 6-15mm 6-15mm




